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Product Number : MRI-FB6000

Description

Powered by an Intel processor, the MRI-FB6000 embedded computer can provide the performance necessary for high speed and intensive tasks. The compact fan-less design is ideally suited to a variety of industry automation applications such as logistics, data acquisition and access control. This embedded computer can be used in applications with extreme temperature operation requirements. Hence, making it also ideal for out-of-office applications including automotive and railway applications.

Application
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This embedded industrial computer is designed and engineered specifically for high performance reliability in demanding environments.
Key Features
· AED 6000 Motherboard

· Onboard Intel Processor 600 MHz with 512K L2 cache

· 2 x 240 Pin DIMM socket supports DDR2 400/533 MHz SDRAM up to 2GB memory

· Dual Realtek RTL8111B Gigabit Ethernet controllers

· Mounting kit for one 2.5” IDE/SATA HDD

· 6 x RS232 Winbond Serial Ports

· VGA and DVI interfaces

· 6 x USB 2.0 Ports

Technical Specifications

400 MHz Front Side Bus

Award BIOS with 4 Mb SPI Flash EEPROM

Intel 910GMLE + ICH6M Chipset

Winbond W83627DHG I/O Controller

Intel 910GMLE Graphics Chipset 

2 LED indicators for power and HDD

1 x DB-15, 1x 24 Pin DVI interface

Mic-in, Line-in, Line-out Audio Ports

1 x PS/2 Mini DIN Mouse/Keyboard port

100~240V AC / 50~60 Hz Power Consumption

+12V @ 5A Power Output

Operating Temp 0 – 45oC

Storage Temp -20 – 75oC

5% - 90% @ 45oC relative non-condensing humidity

Dimensions 196.3 x 68 x 205mm (W x H x D) Weight 2.34Kgs
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