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Product Number : MRI-PCIDS/RJ/5V/LP

Description

The MRI-PCIDS/RJ/5V/LP is a high-speed dual serial port adapter with 5V power output from DB9 connecter.

Application
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Ideal for 56K external modems and ISDN terminal adapters and other high-speed serial port devices.

Key Features

· Two 16C950 High performance UART channels 

· 128-byte deep FIFO per transmitter and receiver 

· Superset and backward compatible to 16C550, 16C650, 16C750 and 16C850 

· Individually enable / disable 5V DC output in each serial Port 

· Also available in Low Profile PCI Form Factor
· One RS232 DB9 and one RS232 10pin RJ45 serial ports on board 

· One 10pin RJ45 – DB9M Bridge cable to have second DB9M port 

· Supports data transfer rate up to 920 Kbps 

· 128 Rx interrupt thresholds 

· 128 Tx interrupt thresholds 

· 128 flow control thresholds
Technical Specifications

32 bit/33MHz fully compliant PCI host interface
3.3V / 5V Operation
Provides Low Profile & Regular size two brackets
Port type: RS232 serial port with 1x DB9 serial ports and 1x 10 pin RJ45

Compliant with PCI Specification, revision 3.0

Fully supports PCI power Management Specification 1.1

Fully supports for Windows-base software

IRQ sharing feature eliminates IRQ conflicts

Oxford Chipset

CE (1998) Approval, RoHS Compliant

Built–in 32-byte FIFO buffers dramatically increase data transmit/receive speed, especially under Windows multitasking environment

Support for Windows 98/ME/2000/XP, Linux and DOS
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