	
	24-Port 10/100Mbps NWay Ethernet Switch

	Features:
*
24 10/100Mbps NWay Auto-Negotiation MDIX RJ45 ports
*
19” Standard Rack Mount Size
*
Auto-detect Full/half duplex transfer mode on all ports
*
Supports up to 8K MAC address filtering and ageing
*
Store-and-Forward architecture and head of line blocking prevention
*
2.5Mbs Buffer Memory
*

Broadcast storm prevention

*
Supports 2Mbytes RAM for data buffering 
*
Supports Back-pressure flow control for Half-duplex
*

Self address learning, forwarding and filtering schemes

*

Supports SMII/GMII interface I/O delay

*
Supports IEEE 802.3x flow control for Full-duplex
*
Extensive front-panel diagnostic LEDs
*
Non-blocking wire speed forwarding and filtering
*
Dedicated Full-duplex 200Mbps bandwidth on each port
*
Back pressure flow control for half-duplex
*
Support console port for easy configuration this switch
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	Specifications:

	Standard
* IEEE 802.3 10BASE-T
* IEEE 802.3u 100BASE-TX 
* ANSI/IEEE 802.3x NWay Auto-negotiation 

Network Media
* Ethernet: 2-pair Cat. 3,4,5, UTP/STP

* Fast Ethernet: 2-pair Cat. 5, UTP/STP

Protocol
* CSMA/CD 

Topology
* Star 

Number of Ports
* 24 x 10/100Mbps NWay Auto-MDIX Ethernet ports
* 2 x 10/100/1000Mbps NWay Auto-MDIX Gigabit Ethernet 

Network Data Transfer Rate
* Ethernet: 10Mbps (Half-duplex), 20Mbps (Full-duplex)
* Fast Ethernet: 100Mbps (Half-duplex), 200Mbps (Full-duplex) 
	Data RAM Buffers
* 1.25MBytes per device 

Filtering Address Table
* 64b entries per device 

Diagnostic LEDs
* Power, 10M Link/ACT, 100M Link/ACT 

Power
* 90 ~ 260V/AC 50/60Hz, UL Safety 

Power Consumption
* 15 watts. (max.) 

Dimensions (W x H x D)
* 440 x 220 x 44 mm 

Temperature
* Operating: 0 ~ 60 oC
* Storage: -20 ~ 90 oC 

Humidity
* Operating: 10% ~ 90% RH
* Storage: 5% ~ 90% RH 

Emission
* FCC Class A
* CE mark Class A
* RoHS

	Ordering Information:

	MRI-10/100/24/R
	24-Port 10/100Mbps NWay Ethernet Switch with 24 x 10/100Mbps NWay Ethernet ports


